On-Off Tool

FACILITATES EASY CONNECTION/DISCONNECTION OF TUBING TO PACKER

OVERVIEW
The Halliburton XL On-Off tool is a short, compact, overshot-type receptacle with a J-Slot that engages automatically and releases with 1/4 turn left-hand rotation.

APPLICATIONS
» Injection
» Production
» Stimulation
» Testing
» Temporary suspension

FEATURES
» 10,000 psi pressure rating
» 325 Deg F temperature rating
» Compact, short length
» Can be pinned in running position
» Nipple profile in Gudgeon
» Optional casing conversion kits to centralize inside larger casing sizes

BENEFITS
» Allows multiple tubing to packer connections/disconnections without unsetting the packer
» Allows packer to be used as a bridge plug
» Accommodates wireline setting kit for wireline-set packers
## On-Off Tool

<table>
<thead>
<tr>
<th>Casing Size in. (mm)</th>
<th>Casing Weight lb/ft (kg/m)</th>
<th>Maximum OD in. (mm)</th>
<th>Gudgeon X® Nipple Profile Minimum ID in. (mm)</th>
<th>Length in. (cm)</th>
<th>Gudgeon Seal Diameter in. (mm)</th>
<th>Tubing Connection (API-EU, Box up x Pin down) in. (mm)</th>
</tr>
</thead>
<tbody>
<tr>
<td>4 1/2 (114.3)</td>
<td>11.6 - 15.1 (17.26 - 22.47)</td>
<td>3.700 (94.0)</td>
<td>1.875 (47.63)</td>
<td>25.37 (64.44)</td>
<td>2.615 (66.4)</td>
<td>2 3/8 (60.3)</td>
</tr>
<tr>
<td>5 1/2 (139.7)</td>
<td>14.0 - 26.0 (20.83 - 38.69)</td>
<td>4.395 (111.6)</td>
<td>1.875 (47.63)</td>
<td>25.37 (64.44)</td>
<td>2.615 (66.4)</td>
<td>2 3/8 (60.3)</td>
</tr>
<tr>
<td>7 (177.8)</td>
<td>23.0 - 35.0 (34.23 - 52.08)</td>
<td>5.765 (146.4)</td>
<td>1.875 (47.63)</td>
<td>25.37 (64.44)</td>
<td>2.615 (66.4)</td>
<td>2 3/8 (60.3)</td>
</tr>
<tr>
<td>5 1/2 (139.7)</td>
<td>14.0 - 26.0 (20.83 - 38.69)</td>
<td>4.395 (111.6)</td>
<td>2.313 (58.75)</td>
<td>25.78 (65.48)</td>
<td>3.000 (76.2)</td>
<td>2 7/8 (73.03)</td>
</tr>
<tr>
<td>7 (177.8)</td>
<td>23.0 - 35.0 (34.23 - 52.08)</td>
<td>5.765 (146.4)</td>
<td>2.313 (58.75)</td>
<td>25.78 (65.48)</td>
<td>3.000 (76.2)</td>
<td>2 7/8 (73.03)</td>
</tr>
<tr>
<td>7 (177.8)</td>
<td>23.0 - 35.0 (34.23 - 52.08)</td>
<td>5.765 (146.4)</td>
<td>2.750 (69.85)</td>
<td>27.22 (70.41)</td>
<td>4.000 (101.6)</td>
<td>3 1/2 (88.9)</td>
</tr>
</tbody>
</table>